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Top Spray model with
combination of bottom spray
as an additional feature

Equipment intended to be used for:

• Bottom Spray option for pellet & particle coating 

• Top Spray option for Granulation purpose

• Drying with Granulation Container

Salient features:

Anish Fluid Bed Combo
AFB-C

• 2 Bar pressure shock resistant construction

• Inverted socks with purging facility

• Safety interlocks for operational ease.

• Consistent batch results

• Less material handling – single pot technology

• Reproducibility with same parameters for 
every batch

• SCADA with 21 CFR part-11 compliance 

• Customized BMR/ print parameter format as 
per requirement 

• Desired LOD can be achieved with the help of 
utilities

• Suitable for aqueous & solvent base 
formulations

• SHE policies compliant
• Inlet & product bed temperature control ± 2ᵒC 

• FLP/Atex-proof instrumentation & compliance 
• CFM Control: ± 50-70 available 
• Uniform distribution of binder/ coating solution 



Additional desired features:

• 

• Antistatic accessories 

• Spray Nozzle Advancement for higher spray rates 

• Advance PLC version to achieve precise parameter controls 

BBD / SFM Sensor with adjustable sensitivity

Pilot Model Commercial Model

Bottom Spray -
container volume (in litre)

Top Spray -
container volume (in litre)

AFB-30                            

110                                    

130                                    

AFB-60  AFB-120  AFB-200

250        500            900

285        640          1080
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