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• Ease of handling & operating • Completely pre-installed & tested module. 

• Batch volume -300 gm to 3 Kg. • Best suitable for total containment 
applications.• Reduced capacity bowl/container available

• Hassle free cleaning. • Separate AHU with air balancing can be 
provided with both humidification as well as • Advanced automation Remote monitor + 
dehumidification options SCADA base operation with regulatory 

compliance• Standard spray nozzle for bottom as well as 
(21 CFR part 11 & zone 2 compliance)top spray application.

Salient Features: - 

Options available with variant 

a) Bottom spray for Pellet/Particle/Powder coating 

b) Top spray with drying for Granulation   

c) Tangential spray with Rotor inserts for powder drug

layering application

R&D scale module
ideal for R&D scale batches
Model Variant:

1. Table Top

2. Composite model

Anish Particle Coater Granulator-175 Combo 
APCG-175C



APCG-175 COMBO - Technical Details

Bottom Spray – Pellet / Particle Coating in Lit 5.4

Top Spray-Granulation in Lit 7 

Tangential Spray Powder drug layering in Lit 3 

Additional Bottom spray Bowl (APCG 150) in Lit 3.5

Additional Top spray Bowl (ATSG 150) in Lit 3 

Electrical Power for Blower in HP 3 HP/7.5

Inlet Air volume in CFM 230/300 

Air Heater electrical in KW 3.7

APCG-175C
Anish Particle Coater Granulator-175 Combo 
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